






Model Range  –  Load compartment volumes  –  27 26  –  Model range  –  Model Range

Model range.

Crafter

Delivery Van BlueMotion
(GVW 3.0 t)*/Delivery Van and 
Delivery Van BlueMotion 
Technology (GVW 3.0/3.5/5.0 t)

Kombi and
Kombi BlueMotion Technology
(GVW 3.19/3.5 t)

Chassis and
Chassis BlueMotion Technology
(GVW 3.0/3.5/5.0 t)

Dropside Van and Dropside Van 
BlueMotion Technology (GVW 
3.0/3.5/5.0 t)

Crafter 30/35 with short wheelbase (3,250 mm)

payload 681 – 1,583 kg payload 1,214 – 1,524 kg payload 934 – 1,836 kg payload 736 – 1,638 kg

payload 808 – 1,638 kg payload 650 – 1,480 kg

Crafter 30/35/50 with medium wheelbase (3,665 mm)

payload 681 – 2,735 kg payload 1,185 – 1,472 kg (30/35) payload 916 – 3,094 kg payload 686 – 2,793 kg

payload 681 – 2,699 kg payload 1,149 – 1,436 kg (30/35) payload 840 – 2,873 kg payload 650 – 2,642 kg

payload 854 – 2,663 kg (35/50)

Crafter 35/50 with long wheelbase (4,325 mm)

payload 728 – 2,533 kg payload 1,281 kg (35) payload 1,427 – 3,056 kg payload 1,148 – 2,709 kg 

payload 701 – 2,506 kg payload 1,170 – 2,859 kg payload 937 – 2,566 kg

Crafter 35/50 with long wheelbase (4,325 mm) and overhang

payload 681 – 2,486 kg

payload 681 – 2,458 kg

Transporter Delivery Van with normal roof, medium high roof and high roof

2 wheelbases
2 load compartment lengths
3 roof heights
4 load compartment sizes 
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Load compartment volumes from 3.2 to 17.0 m3.

Caddy Delivery Van Caddy Maxi Delivery Van
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3.2 4.2

Crafter Delivery Van with normal roof, high roof and super-high roof

3 wheelbases
4 load compartment lengths
3 roof heights
7 load compartment sizes
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15.5 17.0

15.514.0

10.5

7.5 9.0

11.5

7.8

6.7 6.7

5.8

9.3

*Only available for Crafter 30 with short wheelbase and normal roof.  
The payload ranges illustrated here have been established bearing in mind equipment that can be selected or omitted, and other features which do not belong to the standard scope of 
delivery or standard specifications. A vehicle’s actual payload, which results from calculating the difference between the gross vehicle weight and the unladen weight, can only be determined 
by weighing the individual vehicle. The vehicle drawings are not to scale. Payloads depend on the engine versions. Equipment can result in an increase/decrease in the unladen weight 
and consequently affect the payload. Please contact your local Volkswagen dealer for the appropriate information. Further details of the vehicles and information on the availability  
of individual combinations of gross vehicle weight, engine, gearbox and body versions are given for each model in the price list and technical data, and on the Internet at www.
volkswagen-commercial-vehicles.com.



Model Range  –  Fuel consumption and CO2 emissions Amarok  –  29 28  –  Load platform sizes  –  Model Range

Load platform sizes from 2.52 to 9.2 m2.

The vehicle drawings are not to scale.
Further details of the vehicles and information on the availability of individual combinations of gross vehicle weight, engine, gearbox and body versions are given for each model in the 
price list and technical data, and on the Internet at www.volkswagen-commercial-vehicles.com.

5.7 5.7

4.94.2

9.2

7.7 7.7

5.8

8.7

6.9 6.9

5.85.54.3

2.52

Fuel consumption and CO2 emissions Amarok.

1) Attachment parts that impact fuel consumption and emissions have already been taken into account in the figures listed here.     2) Preliminary figures.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely 
for comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in 
determining a car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.

With automatic gearbox1), 2), fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 80 l

Engine/
model

2.0 l BiTDI 
(132 kW) 
4MOTION

2.0 l BiTDI 
(132 kW) 
BlueMotion Technology 
4MOTION

Amarok DoubleCab

urban 9.2	 –	 9.7 8.1	 –	 8.6

extra-urban 7.3	 –	 7.8 7.2	 –	 7.7

combined 8.0	 –	 8.5 7.5	 –	 8.0

CO2 emissions combined 211 – 224 197 – 211

With manual gearbox1), fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 80 l

Engine/
model

2.0 l TDI
(90 kW)

2.0 l TDI
(90 kW)
4MOTION

2.0 l BiTDI
(120 kW)

2.0 l BiTDI
(120 kW)
4MOTION

Amarok DoubleCab

urban 9.1	 –	 9.6 9.2	 –	 9.7 9.4	 –	 9.9 9.6	 –	10.0

extra-urban 6.4	 –	 6.9 6.5	 –	 7.0 6.7	 –	 7.2 6.9	 –	 7.3

combined 7.3	 –	 7.8 7.4	 –	 7.9 7.6	 –	 8.1 7.8	 –	 8.2

CO2 emissions combined 192 – 206 194 – 209 199 – 213 206	–	 216

3.57

Amarok

1555

13
64

2205

13
64

double cab/double cab Trendline/double cab Highline single cab

Transporter Dropside Van

2 wheelbases
3 load compartment lengths
3 load compartment sizes Low-loader
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single cab with long wheelbase single cab with long wheelbase

����

��
��

����
��

��

double cab with long wheelbase single cab with short wheelbase

Crafter Dropside Van

3 wheelbases
6 load compartment lengths
2 load compartment widths
7 load compartment sizes 21

30

4300

Crafter 50 single cab  
with long wheelbase 

21
30

3600 3600

21
30

20
30

4300

Crafter 50 single cab 
with medium wheelbase 

Crafter 50 double cab 
with long wheelbase 

Crafter 35 single cab 
with long wheelbase 

21
30

2700 3400

20
30

3400

20
30

Crafter 50 double cab 
with medium wheelbase 

Crafter 30/35 single cab 
with medium wheelbase 

Crafter 35 double cab 
with long wheelbase 

2120

20
30

20
30

2700 2850

20
30

Crafter 30/35 double cab 
with short wheelbase 

Crafter 30/35 double cab 
with medium wheelbase 

Crafter 30/35 single cab 
with short wheelbase  



30  –  Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi  –  Model Range Model Range  –  Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi   –  31 

Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining 
a car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.
A guide on fuel consumption, CO2 emissions and power consumption which contains data for all new passenger car models is available free of charge at every point of sale in the 
European Union and, for prospective buyers in Germany, at DAT Deutsche Automobil Treuhand GmbH, Hellmuth-Hirth-Strasse 1, 73760 Ostfildern. Energy efficiency categories 
evaluate vehicles based on CO2 emissions while taking the unladen weight of the vehicle into consideration. Vehicles that comply with the average are classified as D. Vehicles that are 
above the current average are classified as A+, A, B or C. Vehicles that are below average are characterised as E, F or G. 

With manual gearbox, fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 60 l

Engine/
model

1.2 l TSI 
(63 kW)

1.2 l TSI 
(77 kW)

1.2 l TSI
(77 kW)
BlueMotion
Technology

1.6 l TDI 
(55 kW) 

1.6 l TDI 
(55 kW) 
BlueMotion 
Technology

1.6 l TDI 
(75 kW) 

1.6 l TDI 
(75 kW) 
BlueMotion 
Technology

Caddy Delivery Van

urban 8.0	 –	 8.2 7.9	 –	 8.1 7.8	 –	 8.0 6.5	 –	 6.6 5.8	 –	 5.9 6.5	 –	 6.6 5.7	 –	 5.9

extra-urban 5.9	 –	 6.1 5.8	 –	 6.0 5.4	 –	 5.6 5.1	 –	 5.2 4.8	 –	 4.9 5.1	 –	 5.2 4.5	 –	 4.7

combined 6.7	 –	 6.9 6.6	 –	 6.8 6.2	 –	 6.4 5.6	 –	 5.7 5.2	 –	 5.3 5.6	 –	 5.7 4.9	 –	 5.1

CO2 emissions combined 156 – 160 154 – 158 144 – 149 147 – 149 136 – 139 147 – 149 129 – 134

Caddy Kombi (5-/7-seater)

urban 8.1 8.0 7.9 6.6 5.9 6.6 5.9

extra-urban 6.0 5.9 5.5 5.2 4.9 5.2 4.7

combined 6.8 6.7 6.3 5.7 5.3 5.7 5.1

CO2 emissions combined 158 156 147 149 139 149 134

Energy efficiency category D D D C C C B

Caddy Maxi Delivery Van

urban 8.1	 –	 8.2 7.8	 –	 7.9 6.5	 –	 6.7 5.9	 –	 6.0

extra-urban 6.0	 –	 6.1 5.6	 –	 5.7 5.1	 –	 5.3 4.7	 –	 4.8

combined 6.8	 –	 6.9 6.4	 –	 6.5 5.6	 –	 5.8 5.1	 –	 5.2

CO2 emissions combined 158 – 160 149 – 152 147 – 152 134 – 136

Caddy Maxi Kombi (5-/7-seater)

urban 8.1 8.0 6.6 5.9

extra-urban 6.0 5.6 5.2 4.7

combined 6.8 6.4 5.7 5.1

CO2 emissions combined 158 149 149 134

Energy efficiency category D C C B

With manual gearbox, fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 60 l

Engine/
model

2.0 l TDI 
(81 kW) 
4MOTION

2.0 l TDI 
(103 kW) 

2.0 l TDI
(103 kW)
BlueMotion 
Technology

Caddy Delivery Van

urban 7.7	 –	 7.8 7.3	 –	 7.4 6.6	 –	 6.7

extra-urban 5.6	 –	 5.7 5.2	 –	 5.3 4.9	 –	 5.0

combined 6.4	 –	 6.5 5.9	 –	 6.0 5.5	 –	 5.6

CO2 emissions combined 168	–	171 156	–	158 144	–	147

Caddy Kombi (5-/7-seater)

urban 7.8 7.4 6.7

extra-urban 5.7 5.3 5.0

combined 6.5 6.0 5.6

CO2 emissions combined 171 158 147

Energy efficiency category D D C

Caddy Maxi Delivery Van

urban 7.8	 –	 7.9 7.4	 –	 7.5 6.7	 –	 6.8

extra-urban 5.7	 –	 5.8 5.3	 –	 5.4 5.0	 –	 5.1

combined 6.5	 –	 6.6 6.0	 –	 6.1 5.6	 –	 5.7

CO2 emissions combined 171 – 174 158 – 161 147 – 149

Caddy Maxi Kombi (5-/7-seater)

urban 7.8 7.4 6.7

extra-urban 5.7 5.3 5.0

combined 6.5 6.0 5.6

CO2 emissions combined 171 158 147

Energy efficiency category D C C



32  –  Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi  –  Model Range Model Range  –  Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi  –  33

*The data given here in kg/100 km is for information purposes only. When L gas is used, large fluctuations in the quality of the fuel can result in differing figures for performance and, in 
particular, for fuel consumption.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.
A guide on fuel consumption, CO2 emissions and power consumption which contains data for all new passenger car models is available free of charge at every point of sale in the European 
Union and, for prospective buyers in Germany, at DAT Deutsche Automobil Treuhand GmbH, Hellmuth-Hirth-Strasse 1, 73760 Ostfildern. Energy efficiency categories evaluate vehicles 
based on CO2 emissions while taking the unladen weight of the vehicle into consideration. Vehicles that comply with the average are classified as D. Vehicles that are above the current 
average are classified as A+, A, B or C. Vehicles that are below average are characterised as E, F or G. 

BiFuel, with manual gearbox, consumption  with petrol (liquid gas) (l/100 km) and combined CO2 emissions  with petrol (liquid gas) (g/
km) Caddy Delivery Van (fuel tank capacity petrol approx. 60 l, liquid gas approx. 44 l)

1.6 l liquid gas engine
(75 kW with petrol)
(72 kW with natural gas)

urban 	10.5	–	10.6	 (13.5	–	13.6)

extra-urban 	 6.6	–	 6.7	 (8.4	–	 8.5)

combined 	 8.0	–	 8.1	 (10.3	–	10.4)

CO2 emissions combined 187		 –	189	 (167	–	 169)

Caddy Kombi (fuel tank capacity approx. 60 l, liquid gas approx. 44 l)

1.6 l liquid gas engine
(75 kW with petrol)
(72 kW with natural gas

urban 10.6 (13.6)

extra-urban 6.7 (8.5)

combined 8.1 (10.4)

CO2 emissions combined 189 (169)

Energy efficiency category F (E)

Caddy Maxi Delivery Van (fuel tank capacity approx. 60 l, liquid gas approx. 44 l)

1.6 l liquid gas engine
(75 kW with petrol)
(72 kW with natural gas)

urban 	10.5	–	10.7	 (13.5	–	13.7)

extra-urban 	 6.6	–	 6.8	 (8.4	–	 8.6)

combined 	 8.0	–	 8.2	 (10.3	–	10.5)

CO2 emissions combined 187		 –	191	 (167	–	 171)

Caddy Maxi Kombi (fuel tank capacity approx. 60 l, liquid gas approx. 44 l)

1.6 l liquid gas engine
(75 kW with petrol)
(72 kW with natural gas)

urban 10.6 (13.6)

extra-urban 6.7 (8.5)

combined 8.1 (10.4)

CO2 emissions combined 189 (169)

Energy efficiency category F (D)

Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi.

EcoFuel, with manual gearbox, consumption* and combined CO2 emissions with natural gas (H Gas) Caddy Delivery Van (fuel tank 
capacity natural gas approx. 26 kg, petrol approx. 13 l)

2.0 l natural gas (80 kW) urban 11.9 m3/100 km 7.8 kg/100 km

extra-urban 6.9 m3/100 km 4.6 kg/100 km

combined 8.7 m3/100 km 5.7 kg/100 km

CO2 emissions combined 156 g/km 156 g/km

Caddy Kombi (fuel tank capacity natural gas approx. 26 kg, petrol approx. 13 l)

2.0 l natural gas (80 kW) urban 11.9 m3/100 km 7.8 kg/100 km

extra-urban 6.9 m3/100 km 4.6 kg/100 km

combined 8.7 m3/100 km 5.7 kg/100 km

CO2 emissions combined 156 g/km 156 g/km

Energy efficiency category C C

Caddy Maxi Delivery Van (fuel tank capacity natural gas approx. 37 kg, petrol approx. 13 l)

2.0 l natural gas (80 kW) urban 11.9	–	12.0 m3/100 km 7.8	 –	7.9 kg/100 km

extra-urban 6.9 m3/100 km 4.6 kg/100 km

combined 8.7	 –	8.8 m3/100 km 5.7	 –	5.8 kg/100 km

CO2 emissions combined 156	 –	157 g/km 156	–	157 g/km

Caddy Maxi Kombi (fuel tank capacity natural gas approx. 37 kg, petrol approx. 13 l)

2.0 l natural gas (80 kW) urban 12.0 m3/100 km 7.9 kg/100 km

extra-urban 6.9 m3/100 km 4.6 kg/100 km

combined 8.8 m3/100 km 5.8 kg/100 km

CO2 emissions combined 157 g/km 157 g/km

Energy efficiency category C C



34  –  Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi  –  Model Range Model Range  –  Fuel consumption, CO2 emissions and energy efficiency categories Transporter and Caravelle  –  35

With dual clutch gearbox DSG, fuel consumption (l/100 km) and combined CO2 emissions  (g/km), fuel tank capacity approx. 60 l

Engine/
model

1.6 l TDI 
(75 kW)

1.6 l TDI 
(75 kW)
BlueMotion 
Technology

2.0 l TDI 
(103 kW)

2.0 l TDI 
(103 kW)
BlueMotion 
Technology

2.0 l TDI 
(103 kW)
4MOTION

Caddy Delivery Van

urban 6.4	 –	 6.6 5.6	 –	 5.9 7.4	 –	 7.6 6.4	 –	 6.6 8.1	 –	 8.2

extra-urban 5.1	 –	 5.3 5.0	 –	 5.2 5.3	 –	 5.5 5.3	 –	 5.5 5.7	 –	 5.8

combined 5.6	 –	 5.8 5.2	 –	 5.4 6.1	 –	 6.3 5.7	 –	 5.9 6.5	 –	 6.6

CO2 emissions combined 147 – 152 136 – 142 161 – 166 149 – 155 171 – 174

Caddy Kombi (5-/7-seater)

urban 6.5 5.8 7.5 6.5 8.2

extra-urban 5.2 5.1 5.4 5.4 5.8

combined 5.7 5.3 6.2 5.8 6.6

CO2 emissions combined 149 139 164 152 174

 Energy efficiency category C C D C D

Caddy Maxi Delivery Van

urban 6.5	 –	 6.6 5.8	 –	 5.9 7.5	 –	 7.6 6.5	 –	 6.6 8.2	 –	 8.3

extra-urban 5.2	 –	 5.3 5.1	 –	 5.2 5.4	 –	 5.5 5.4	 –	 5.5 5.8	 –	 5.9

combined 5.7	 –	 5.8 5.3	 –	 5.4 6.2	 –	 6.3 5.8	 –	 5.9 6,6	 –	 6.7

CO2 emissions combined 149 – 152 139 – 142 164 – 166 152 – 155 174 – 177

Caddy Maxi Kombi (5-/7-seater)

urban 6.5 5.8 7.6 6.6 8.2

extra-urban 5.2 5.1 5.5 5.5 5.8

combined 5.7 5.3 6.3 5.9 6.6

CO2 emissions combined 149 139 166 155 174

 Energy efficiency category C B D C D

Fuel consumption, CO2 emissions and energy efficiency categories Caddy and Caddy Maxi. Fuel consumption, CO2 emissions and energy efficiency categories Transporter and Caravelle.

With manual gearbox, fuel consumption (l/100 km) and combined CO2 emissions  (g/km), fuel tank capacity approx. 80 l

Engine/
model

2.0 l Otto
(85 kW)

2.0 l TSI
(150 kW)

2.0 l TDI
(62 kW)

2.0 l TDI
(62 kW)
BlueMotion
Technology

2.0 l TDI
(75 kW)

Transporter Delivery Van with normal roof or medium high roof (each with short and long wheelbase)

urban 	 13.5	 –	13.8
	(14.0	 –	14.3)*

	12.7	–	13.0 9.4	 –	 9.7 8.3	 –	 8.6 9.4	 –	 9.7

extra-urban 	 8.5	 –	 8.8 
	 (8.5	 –	 8.8)*

	 7.7	–	 8.0 6.0	 –	 6.3 5.8	 –	 6.1 6.0	 –	 6.3

combined 	 10.3	 –	10.6
	(10.5	 –	10.8)*

	 9.5	–	 9.8 7.2	 –	 7.5 6.7	 –	 7.0 7.2	 –	 7.5

CO2 emissions combined 	241	 –	 247 
	(245	 –	 252)* 222	 –	 228 190 – 198 176 – 184 190 – 198

Transporter Delivery Van with high roof (with long wheelbase)

urban 	 13.7	 –	14.0 
	(14.0	 –	14.3)*

	12.7	–	13.0 9.5	 –	 9.8 8.4	 –	 8.7 9.5	 –	 9.8

extra-urban 	 8.8	 –	 9.1 
	 (9.1	 –	 9.4)*

	 8.3	–	 8.6 6.6	 –	 6.9 6.4	 –	 6.7 6.6	 –	 6.9

combined 	 10.6	 –	10.9 
	(10.9	 –	11.2)*

	 9.9	–	10.2 7.6	 –	 7.9 7.1	 –	 7.4 7.6	 –	 7.9

CO2 emissions combined 	247	 –	 254 
	(254	 –	 261)* 231	 –	 238 199 – 208 187 – 195 199 – 208

Transporter Kombi with normal roof or medium high roof/Caravelle (each with short and long wheelbase)

urban 13.6/13.6 12.8/13.0 9.5/9.5 8.4/8.4 9.5/9.5

extra-urban 8.6/8.6 7.8/8.0 6.1/6.1 5.9/5.9 6.1/6.1

combined 10.4/10.4 9.6/9.8 7.3/7.3 6.8/6.8 7.3/7.3

CO2 emissions combined 243/243 224/228 193/193 179/179 193/193

Energy efficiency category 
short wheelbase F/F E/E D/C C/C D/C

Energy efficiency category 
long wheelbase F/F E/E D/C C/C D/C

Transporter Kombi with high roof (with long wheelbase)

urban 13.8 12.8 9.6 8.5 9.6

extra-urban 8.9 8.4 6.7 6.5 6.7

combined 10.7 10.0 7.7 7.2 7.7

CO2 emissions combined 249 233 203 190 203

Energy efficiency category F F D C D

Transporter Dropside Truck with single cab (with short and long wheelbase) and double cab (with long wheelbase)

urban 	14.0	–	14.3 9.5	 –	 9.8 8.4	 –	 8.7 9.5	 –	 9.8

extra-urban 	 9.1	–	 9.4 6.6	 –	 6.9 6.4	 –	 6.7 6.6	 –	 6.9

combined 	10.9	–	11.2 7.6	 –	 7.9 7.1	 –	 7.4 7.6	 –	 7.9

CO2 emissions combined 254	 –	 261 199 – 208 187 – 195 199 – 208

*Figures in brackets apply to increased payload including gearbox with shorter gear ratios (optional extra).

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.
A guide on fuel consumption, CO2 emissions and power consumption which contains data for all new passenger car models is available free of charge at every point of sale in the European 
Union and, for prospective buyers in Germany, at DAT Deutsche Automobil Treuhand GmbH, Hellmuth-Hirth-Strasse 1, 73760 Ostfildern. Energy efficiency categories evaluate vehicles 
based on CO2 emissions while taking the unladen weight of the vehicle into consideration. Vehicles that comply with the average are classified as D. Vehicles that are above the current 
average are classified as A+, A, B or C. Vehicles that are below average are characterised as E, F or G.



36  –  Fuel consumption, CO2 emissions and energy efficiency categories Transporter and Caravelle  –  Model Range Model Range  –  Fuel consumption, CO2 emissions and energy efficiency categories Transporter and Caravelle  –  37

With manual gearbox, fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 80 l 

Engine/
model

2.0 l TDI
(84 kW)
BlueMotion

Transporter Delivery Van BlueMotion (with short wheelbase and normal roof)

urban 7.5

extra-urban 5.6

combined 6.3

CO2 emissions 
combined 166

Engine/
model

2.0 l TDI
(84 kW)
BlueMotion
Technology

2.0 l TDI
(103 kW)

2.0 l TDI
(103 kW)
4MOTION

2.0 l BiTDI
(132 kW)

2.0 l BiTDI
(132 kW)
4MOTION

Transporter Delivery Van with normal roof or medium high roof (each with short and long wheelbase)

urban 8.3	 –	 8.6 9.5	 –	 9.8 	10.1	–	10.4 9.5	 –	 9.8 	10.2	–	10.5

extra-urban 5.8	 –	 6.1 6.2	 –	 6.5 	 6.8	–	 7.1 6.4	 –	 6.7 	 6.9	–	 7.2

combined 6.7	 –	 7.0 7.4	 –	 7.7 	 8.0	–	 8.3 7.5	 –	 7.8 	 8.1	–	 8.4

CO2 emissions 
combined 176 – 184 195	–	203 211	 –	 219 197 – 205 214	 –	 221

Transporter Delivery Van with high roof (with long wheelbase)

urban 8.4	 –	 8.7 9.9	 –	10.2 	10.1	–	10.4 9.5	 –	 9.8 	10.2	–	10.5

extra-urban 6.4	 –	 6.7 6.6	 –	 6.9 	 7.2	–	 7.5 6.8	 –	 7.1 	 7.3	–	 7.6

combined 7.1	 –	 7.4 7.8	 –	 8.1 	 8.3	–	 8.6 7.8	 –	 8.1 	 8.4	–	 8.7

CO2 emissions 
combined 187 – 195 206	–	214 219	 –	 226 205 – 214 221	 –	 229

Transporter Kombi with normal roof or medium high roof /Caravelle (each with short and long wheelbase)

urban 8.4/8.4 9.6/9.6 10.2/10.4 9.6/9.8 10.3/10.5

extra-urban 5.9/5.9 6.3/6.3 6.9/7.1 6.5/6.7 7.0/7.2

combined 6.8/6.8 7.5/7.5 8.1/8.3 7.6/7.8 8.2/8.4

CO2 emissions 
combined 179/179 198/198 214/219 199/205 216/221

Energy efficiency category 
short wheelbase C/C D/D E/D D/D E/D

Energy efficiency category  
long wheelbase C/C D/C E/D D/C E/D

Transporter Kombi with high roof (with long wheelbase)

urban 8.5 10.0 10.2 9.6 10.3

extra-urban 6.5 6.7 7.3 6.9 7.4

combined 7.2 7.9 8.4 7.9 8.5

CO2 emissions combined 190 208 221 208 224

Energy efficiency category C D E D E

Transporter Dropside Truck with single cab (with short and long wheelbase) and double cab (with long wheelbase)

urban 8.4	 –	 8.7 9.9	 –	10.2 	10.1	–	10.4 9.5	 –	 9.8 	10.2	–	10.5

extra-urban 6.4	 –	 6.7 6.6	 –	 6.9 	 7.2	–	 7.5 6.8	 –	 7.1 	 7.3	–	 7.6

combined 7.1	 –	 7.4 7.8	 –	 8.1 	 8.3	–	 8.6 7.8	 –	 8.1 	 8.4	–	 8.7

CO2 emissions combined 187 – 195 206	–	214 219	 –	 226 205 – 214 221	 –	 229

Fuel consumption, CO2 emissions and energy efficiency categories Transporter and Caravelle.

With dual clutch gearbox DSG, fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 80 l

Engine/
model

2.0 l TSI
(150 kW)

2.0 l TSI
(150 kW)
4MOTION

2.0 l TDI
(103 kW)

2.0 l TDI
(103 kW)
BlueMotion
Technology*

2.0 l BiTDI
(132 kW)

2.0 l BiTDI
(132 kW)
4MOTION

Transporter Delivery Van with normal roof or medium high roof (each with short and long wheelbase)

urban 	13.2	–	13.5 	13.8	–	14.0 	10.1	–	10.4 9.2	 –	 9.5 9.9	 –	10.2 	10.8	–	11.1

extra-urban 	 7.8	–	 8.1 	 8.3	–	 8.5 	 6.6	–	 6.9 6.4	 –	 6.7 6.6	 –	 6.9 	 7.2	–	 7.5

combined 	 9.8	–	10.1 	10.3	–	10.5 	 7.9	–	 8.2 7.4	 –	 7.7 7.8	 –	 8.1 	 8.5	–	 8.8

CO2 emissions combined 228	 –	 236 239	 –	 245 208	 –	 216 195 – 203 205	–	214 224	 –	 232

Transporter Delivery Van with high roof (with long wheelbase)

urban 	13.4	–	13.7 	14.0	–	14.2 	10.1	–	10.4 9.2	 –	 9.5 9.9	 –	10.2

extra-urban 	 8.4	–	 8.7 	 8.8	–	 9.0 	 7.1	–	 7.4 6.9	 –	 7.2 7.0	 –	 7.3

combined 	10.2	–	10.5 	10.7	–	10.9 	 8.2	–	 8.5 7.7	 –	 8.0 8.1	 –	 8.4

CO2 emissions combined 238	 –	 245 249	 –	 254 216	 –	 224 203 – 211 214	–	221

Transporter Kombi with normal roof or medium high roof /Caravelle (each with short and long wheelbase)

urban 13.2/13.5 13.8/14.0 10.2/10.2 9.3/9.3 10.0/10.2 10.9/11.1

extra-urban 7.8/8.1 8.3/8.5 6.7/6.7 6.5/6.5 6.7/6.9 7.3/7.5

combined 9.8/10.1 10.3/10.5 8.0/8.0 7.5/7.5 7.9/8.1 8.6/8.8

CO2 emissions combined 228/236 239/245 211/211 198/198 208/214 226/232

Energy efficiency category 
short wheelbase E/E F/E D/D D/D D/D E/E

Energy efficiency category  
long wheelbase E/E F/E D/D D/C D/D E/D

Transporter Kombi with high roof (with long wheelbase)

urban 13.4 14.0 10.2 9.3 10.0

extra-urban 8.4 8.8 7.2 7.0 7.1

combined 10.2 10.7 8.3 7.8 8.2

CO2 emissions combined 238 249 219 206 216

Energy efficiency category F F E D E 

Transporter Dropside Truck with single cab (with short and long wheelbase) and double cab (with long wheelbase)

urban 	10.1	–	10.4 9.9	 –	10.2

extra-urban 	 7.1	–	 7.4 7.0 	 –	 7.3

combined 	 8.2	–	 8.5 8.1	 –	 8.4

CO2 emissions combined 216	 –	 224 214	–	221

*This drive concept will be introduced at a later date.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming. A guide on fuel consumption, CO2 emissions and power consumption which 
contains data for all new passenger car models is available free of charge at every point of sale in the European Union and, for prospective buyers in Germany, at DAT Deutsche Automobil 
Treuhand GmbH, Hellmuth-Hirth-Strasse 1, 73760 Ostfildern. Energy efficiency categories evaluate vehicles based on CO2 emissions while taking the unladen weight of the vehicle into 
consideration. Vehicles that comply with the average are classified as D. Vehicles that are above the current average are classified as A+, A, B or C. Vehicles that are below average are 
characterised as E, F or G. 
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Fuel consumption and CO2 emissions Crafter models with emission standard EEV1) 
(stricter than Euro V).

1) “Enhanced Environmentally Friendly Vehicle“, the recorded measurements fall below the limits of the Euro V emission standard.     2) Figures for Crafter 50 are not available.      
3) Final drive ratio as standard.     4) Start/stop system available as an optional extra.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.

With manual gearbox2), fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 75 l

Engine 2.0 l TDI (80 kW) 2.0 l BiTDI (105 kW) 2.0 l BiTDI (120 kW)

Final drive  
ratio 3.923:1 4.182:13) 4.364:1 3.923:1 4.182:13) 4.364:1 3.692:1 3.923:13) 4.182:1

Crafter 30/35 Delivery Van

urban 	 9.4	–	 9.4 	10.1	–	10.6 	10.8	–	11.3 9.2	 –	 9.2 9.9	 –	10.2 	10.6	–	11.1 8.9	 –	 9.0 9.2	 –	 9.2 9.9	 –	10.2

extra-urban 	 7.7	–	 8.1 	 7.8	–	 7.9 	 8.1	–	 8.3 7.5	 –	 7.9 7.6	 –	 7.8 	 7.9	–	 8.1 7.3	 –	 7.7 7.5	 –	 7.9 7.6	 –	 7.8

combined 	 8.3	–	 8.6 	 8.6	–	 8.9 	 9.1	–	 9.4 8.1	 –	 8.4 8.4	 –	 8.7 	 8.9	–	 9.2 7.9	 –	 8.2 8.1	 –	 8.4 8.4	 –	 8.7

CO2 emissions 
combined 218	 –	 226 226	 –	 234 239	 –	 247 213	–	 221 221	–	229 234	 –	 242 208 – 216 213 – 	221 221	–	229

Crafter 30/35 Delivery Van with start/stop system4)

urban 	 9.6	–	10.0 	10.3	–	10.7 9.2	 –	 9.5 	10.1	–	10.5 8.7	 –	 8.7 9.2	 –	 9.5

extra-urban 	 7.6	–	 7.9 	 7.9	–	 8.1 7.5	 –	 7.8 	 7.7	–	 8.1 7.3	 –	 7.7 7.5	 –	 7.8

combined 	 8.3	–	 8.6 	 8.8	–	 9.1 8.1	 –	 8.4 	 8.6	–	 8.9 7.8	 –	 8.1 8.1	 –	 8.4

CO2 emissions 
combined 218	 –	 227 231	 –	 239 213	–	221 226	 –	 234 205 – 213 213	–	 221

Crafter 30/35 Delivery Van with BlueMotion Technology

urban 	 8.6	–	8.9 8.7	 –	 8.7 8.2	 –	 8.5

extra-urban 	 7.7	–	7.9 7.3	 –	 7.7 7.3	 –	 7.5

combined 	 8.0	–	8.3 7.8	 –	 8.1 7.6	 –	 7.9

CO2 emissions 
combined 210	 –	 218 205	–	213 200 – 208

Final drive 
ratio 4.182:1 4.364:13) 4.727:1 4.182:1 4.364:13) 4.727:1 3.692:1 3.923:13) 4.182:1

Crafter 30/35 Dropside Truck

urban 	10.4	–	10.6 	10.3	–	11.3 11.5 9.5	 –	10.2 	10.1	–	11.1 11.5 8.6	 –	 9.0 9.0	 –	 9.2 9.5	 –	10.2

extra-urban 	 6.9	–	 7.9 	 7.8	–	 8.3 8.7 7.2	 –	 7.8 	 7.6	–	 8.1 8.7 6.9	 –	 7.7 7.0	 –	 7.9 7.2	 –	 7.8

combined 	 8.2	–	 8.9 	 8.7	–	 9.4 9.7 8.0	 –	 8.7 	 8.5	–	 9.2 9.7 7.5	 –	 8.2 7.7	 –	 8.4 8.0	 –	 8.7

CO2 emissions 
combined 216	 –	 234 229	 –	 247 255 210	–	229 224	 –	 242 255 197 – 216 203 – 221 210	–	229

Crafter 30/35 Dropside Truck with start/stop system4)

urban 	 9.8	–	10.7 11.0 	 9.6	–	10.5 11.0 8.6	 –	 8.7 8.9	 –	 9.5

extra-urban 	 7.7	–	 8.1 8.5 	 7.5	–	 8.1 8.5 6.8	 –	 7.7 7.0	 –	 7.8

combined 	 8.4	–	 9.1 9.4 	 8.2	–	 8.9 9.4 7.4	 –	 8.1 7.7	 –	 8.4

CO2 emissions 
combined 221	 –	 239 247 216	 –	 234 247 195 – 213 203	 –	 221

Crafter 30/35 Dropside Truck with BlueMotion Technology

urban 	 9.4	–	10.0 8.9	 –	 9.5 7.8	 –	 8.5

extra-urban 	 7.0	–	 7.9 7.0	 –	 7.8 6.9	 –	 7.5

combined 	 7.9	–	 8.6 7.7	 –	 8.4 7.2	 –	 7.9

CO2 emissions 
combined 208	 –	 227 203	 –	 221 189 – 208

Fuel consumption and CO2 emissions Crafter models with emission standard Euro 5.

With manual gearbox2), fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 75 l

Engine 2.0 l TDI (80 kW) 2.0 l TDI (100 kW) 2.0 l BiTDI (120 kW)

Final drive 
ratio 3.923:1 4.182:13) 4.364:1 3.923:1 4.182:13) 4.364:1 3.692:1 3.923:13) 4.182:1

Crafter 30 Delivery Van BlueMotion (with short wheelbase and normal roof)

urban 7.9	 –	 8.0 7.9	 –	 8.0

extra-urban 6.5	 –	 6.6 6.5	 –	 6.6

combined 7.0	 –	 7.1 7.0	 –	 7.1

CO2 emissions 
combined 184 – 187 184 – 187

Crafter 30/35 Delivery Van (only vehicles with a maximum kerb weight of 2,815 including conversions) 

urban 9.1	 –	 9.4 	10.1	–	10.7 	10.5	–	10.8 9.1	 –	 9.4 	10.1	–	10.7 	10.5	–	10.8 8.7	 –	 9.0 9.0	 –	 9.2 9.9	 –	10.3

extra-urban 7.9	 –	 8.1 	 7.8	–	 7.9 	 8.4	–	 8.6 7.9	 –	 8.1 	 7.8	–	 7.9 	 8.4	–	 8.6 7.5	 –	 7.7 7.6	 –	 7.9 7.6	 –	 7.8

combined 8.3	 –	 8.6 	 8.6	–	 8.9 	 9.1	–	 9.4 8.3	 –	 8.6 	 8.6	–	 8.9 	 9.1	–	 9.4 7.9	 –	 8.2 8.1	 –	 8.4 8.4	 –	 8.7

CO2 emissions 
combined 218 – 226 226	 –	 234 239	 –	 247 218 – 226 226	 –	 234 239	 –	 247 208	–	216 213	–	221 221	–	229

Crafter 30/35 Delivery Van with start/stop system4) 
(only vehicles with a maximum kerb weight of 2,815 kg including conversions)

urban 	 9.6	–	10.0 	10.0	–	10.3 	 9.6	–	10.0 	10.0	–	10.3 8.4	 –	 8.7 9.4	 –	 9.6

extra-urban 	 7.6	–	 7.7 	 8.2	–	 8.4 	 7.6	–	 7.7 	 8.2	–	 8.4 7.5	 –	 7.7 7.4	 –	 7.7

combined 	 8.3	–	 8.6 	 8.8	–	 9.1 	 8.3	–	 8.6 	 8.8	–	 9.1 7.8	 –	 8.1 8.1	 –	 8.4

CO2 emissions 
combined 218	 –	 226 231	 –	 239 218	 –	 226 231	 –	 239 205	–	213 213	–	221

Crafter 30/35 Delivery Van with BlueMotion Technology 
(only vehicles with a maximum kerb weight of 2,815 including conversions)

urban 8.6	 –	 8.9 8.6	 –	 8.9 8.2	 –	 8.5

extra-urban 7.7	 –	 7.9 7.7	 –	 7.9 7.3	 –	 7.5

combined 8.0	 –	 8.3 8.0	 –	 8.3 7.6	 –	 7.9

CO2 emissions 
combined 210 – 218 210 – 218 199	–	208

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming.
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With manual gearbox, fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 75 l

Engine 2.0 l-TDI (80 kW) 2.0 l TDI (100 kW) 2.0 l BiTDI (120 kW)

Final drive ratio 3.923:1 4.182:11) 4.364:1 3.923:1 4.182:11) 4.364:1 3.692:1 3.923:11)

Crafter 30/35 Kombi

urban 9.0 9.9 10.2 9.0 9.9 10.2 8.5 8.9

extra-urban 7.3 7.2 7.9 7.3 7.2 7.9 6.9 7.0

combined 7.9 8.2 8.7 7.9 8.2 8.7 7.5 7.7

CO2 emissions combined 208 216 229 208 216 229 197 203

Energy efficiency category 
for normal roof.
short wheelbase/medium wheelbase D/D/– E/D/– E/E/– D/D/– E/D/– E/E/– D/D/– D/D/–

Energy efficiency category 
for high roof.
–/medium wheelbase/long 
wheelbase
(long wheelbase only for Crafter 35)

–/D/C –/D/D –/E/D –/D/C –/D/D –/E/D –/C/C –/D/C

Crafter 30/35 Kombi with start/stop system2)

urban 9.4 9.7 9.4 9.7 8.3

extra-urban 7.0 7.7 7.0 7.7 6.9

combined 7.9 8.4 7.9 8.4 7.4

CO2 emissions combined 208 221 208 221 195

Crafter 30/35 Kombi with BlueMotion Technology

urban 8.3 8.3 8.0

extra-urban 7.1 7.1 6.7

combined 7.6 7.6 7.2

CO2 emissions combined 199 199 189

Energy efficiency category 
for normal roof.
short wheelbase/medium wheelbase/– D/D/– D/D/– E/E/– D/D/– D/D/– E/E/– C/C/– D/C/–

Energy efficiency category 
for high roof.
–/medium wheelbase/long 
wheelbase
(long wheelbase only for Crafter 35)

–/C/C –/D/C –/E/D –/C/C –/D/C –/E/D –/C/B –/C/C

1) Final drive ratio as standard.     2) Start/stop system available as an optional extra.     3) Figures for Crafter 50 are not available.

The fuel consumption and emission figures have been determined in accordance with the measuring method stipulated (the version of EC regulation 715/2007 which is currently valid). 
Note in accordance with the version of directive 1999/94/EC which is currently valid: the figures do not refer to a particular vehicle and do not constitute part of the offer but are purely for 
comparison purposes between the various types of vehicle. In addition to the fuel efficiency of a car, driving behaviour as well as other non-technical factors play a role in determining a 
car’s fuel consumption and CO2 emissions. CO2 is the main greenhouse gas responsible for global warming. A guide on fuel consumption, CO2 emissions and power consumption which 
contains data for all new passenger car models is available free of charge at every point of sale in the European Union and, for prospective buyers in Germany, at DAT Deutsche Automobil 
Treuhand GmbH, Hellmuth-Hirth-Strasse 1, 73760 Ostfildern. Energy efficiency categories evaluate vehicles based on CO2 emissions while taking the unladen weight of the vehicle into 
consideration. Vehicles that comply with the average are classified as D. Vehicles that are above the current average are classified as A+, A, B or C. Vehicles that are below average are 
characterised as E, F or G. 

Fuel consumption, CO2 emissions and energy efficiency categories Crafter models with emission 
standard Euro 5.

Fuel consumption and CO2 emissions Crafter models with emission standard Euro 5.

With manual gearbox3), fuel consumption (l/100 km) and combined CO2 emissions (g/km), fuel tank capacity approx. 75 l 

Engine 2.0 l TDI (80 kW) 2.0 l TDI (100 kW) 2.0 l BiTDI (120 kW)

Final drive
 ratio 4.182:1 4.364:11) 4.727:1 4.182:1 4.364:11) 4.727:1 3.692:1 3.923:11) 4.182:1

Crafter 30/35 Dropside Truck (only vehicles with a maximum kerb weight of 2,815 including conversions)

urban 9.8	 –	10.7 	10.2	–	10.8 11.5 9.8	 –	10.7 	10.2	–	10.8 11.5 8.4	 –	 9.0 8.8	 –	 9.2 9.6	 –	10.3

extra-urban 7.3	 –	 7.9 	 7.9	–	 8.6 8.7 7.3	 –	 7.9 	 7.9	–	 8.6 8.7 7.0	 –	 7.7 7.1	 –	 7.9 7.1	 –	 7.8

combined 8.2	 –	 8.9 	 8.7	–	 9.4 9.7 8.2	 –	 8.9 	 8.7	–	 9.4 9.7 7.5	 –	 8.2 7.7	 –	 8.4 8.0	 –	 8.7

CO2 emissions 
combined 216	–	234 229	 –	 247 255 216	–	234 229	 –	 247 255 197 – 216 203 – 221 210	–	229

Crafter 30/35 Dropside Truck with start/stop system2) 
(only vehicles with a maximum kerb weight of 2,815 including conversions)

urban 9.7	 –	10.3 11.0 9.7	 –	10.3 11.0 8.2	 –	 8.7 9.2	 –	 9.6

extra-urban 7.7	 –	 8.4 8.5 7.7	 –	 8.4 8.5 7.0	 –	 7.7 6.8	 –	 7.7

combined 8.4	 –	 9.1 9.4 8.4	 –	 9.1 9.4 7.4	 –	 8.1 7.7	 –	 8.4

CO2 emissions 
combined 221	–	239 247 221	–	239 247 195 – 213 203	–	221

Crafter 30/35 Dropside Truck with BlueMotion Technology  
(only vehicles with a maximum kerb weight of 2,815 including conversions)

urban 9.5	 –	10.0 9.5	 –	10.0 7.8	 –	 8.5

extra-urban 7.1	 –	 7.7 7.1	 –	 7.7 6.8	 –	 7.5

combined 7.9	 –	 8.6 7.9	 –	 8.6 7.2	 –	 7.9

CO2 emissions 
combined 208	–	226 208	–	226 189 – 208



General information. 

Performance figures are based on vehicles without additional equipment.

Take-back and recycling of end of life vehicles

Volkswagen meets the challenges of modern society and takes them into consideration in all new products of the Volkswagen 

brand. This naturally also applies to protection of the environment and resources. All new Volkswagens can therefore be recycled 

in an environment-friendly way and, subject to fulfilment of legal prerequisites, can be returned free of charge. You can obtain 

further details of this from your local Volkswagen Commercial Vehicles dealer, on our Internet website www.volkswagen-commercial-

vehicles.com and under the telephone number 0800 – Volkswagen (0800 – 86 55 79 24 36) which is free of charge in the Federal  

Republic of Germany.

Shiftmatic®, DSG®, 4MOTION®, BlueMotion® and TDI® are registered marks of Volkswagen AG and other companies in the 

Volkswagen Group in Germany and in other countries. The fact that a mark is not shown with an ® sign in this document cannot 

be interpreted to mean that this mark is not a registered mark and/or that this mark could be used without prior approval in  

writing from Volkswagen AG. The product name Caddy® is a registered mark of Caddie S. A. and is used by Volkswagen Commercial 

Vehicles with the kind approval of Caddie S. A.

Some of the vehicles shown are equipped with options at extra charge. Decoration contained in the illustrations is not included  

in the standard specifications. The standard and optional equipment cannot be shown in full in this brochure. Some of the options 

classified as “special equipment” may lead to longer delivery periods.

The standard and optional equipment cannot be shown in full in this brochure.

Some options may result in longer delivery periods for the vehicle.

Our vehicles are equipped with summer tyres as standard. As of 1st May 2006 you are required by law in the Federal Republic  

of Germany to adapt the equipment of your vehicle, in particular the tyres, in wintry weather conditions. Your local Volkswagen 

Commercial Vehicles dealer will be pleased to advise you.

Quality guaranteed. 

In addition to the statutory warranty, you receive a 2-year Volkswagen guarantee for all new Volkswagen vehicle, a 3-year guarantee 

for paintwork and, and a 12-year guarantee against rusting through. All details of the Volkswagen guarantee and of the Volkswagen 

paintwork guarantee apply solely to vehicles of the Volkswagen brand in accordance with the current range of vehicles offered for 

the Federal Republic of Germany, and which are issued with a service booklet from Volkswagen AG for the German market. The 

services offered on these pages apply only to the German market. 

The data given here on specifications, equipment, appearance, technical data and operating costs of the vehicles is based on the features 

of the German market and is in accordance with the information available at the time of going to print. Your local Volkswagen 

Commercial Vehicles dealer will be pleased to give you details of the differences in your specific country. Subject to change without notice.
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